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SH IR Cobra
Product Specification

220v =£220
110v=£230

SH IR SYSTEM 1100 RS

Product Specification

Model 1100RS-04, 220-240 Va.c., 1100 Watt
Includes:-

Instruction/Safety Manual

Angle support.

SH Boomerang Scraper.

SH Chisel with Roller.

SH Putty Scraper

220v =£435
110v = £460

SH IR SYSTEM STANDARD

Product Specification

Model 1100-04, 220-240 Va.c., 1100 Watt
(Model 1100-24 GB, 110 Va.c., 1100 Watt)
Includes:-

Instruction/Safety Manual

Angle support.

SH Profile Scraper.

SH Clapboard Scraper.

220v=£395
110v =£430

SH IR SYSTEM PROFESSIONAL T

Product Specification

Model 1100-04T, 230V - 2200 Watt.
Includes:-

Speedheater Arm Professional,
including 3 unit’s vertical tube,

2 scaffold attachments fitting diameters 40 - 55 mm.

Siding attachment, 2 units

Transport / storage case, made out of wood.
SH Profile scraper, item. No 4-0102.

SH Boomerang scraper, item.

SH Clapboard scraper, item.
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Technical specifications

CE: In compliance with EN 60335-1, EN 60335-2-45 standards.
Connection: 1 phase standard grounded outlet.

Cable: 3x1sqmm rubber cable, 2.5 m length.

Voltage: 220-240

Output: 700w

Weight: approx: 600g.
Dimensions: L=355mm, W= 95 mm.
Heating surface: 90 x 70 mm.

Technical specifications

CE: In accordance with EN 60335-1, EN 60335-2-45 standards.
Connection: 1 phase standard grounded outlet.

Cord: 16 gauge 3 wire, 2.5 m long.

Volts: 220-240/110

Output: 1100w

Amps: 4.8

Weight: appr.ox. 1400g.

Dimensions: L= 355 mm, W=90 mm, H=200 mm.
Heating Element: 2 x 550 Watts IR tubes

Heating surface: 310 x 70 mm.

Technical specifications

CE: In accordance with EN 60335-1, EN 60335-2-45 standards.
Connection: 1 phase standard grounded outlet.

Cord: 16 gauge 3 wire, 2.5 m long

Volts: 220-240/ 110

Output: 1100w

Amps: 4.8/10

Weight: approx. 19009 .

Dimensions: L=370 mm,W=170 mm , H= 160 mm
Heating Element: 2 x 550 Watts IR tubes

Heating surface: 310 x 125 mm

Technical Specification

CE: in accordance with EN 60335-1, EN 60335-2-45 standards.
Connection: 1- phase AC with earth.

Connection cable: 3x1.5 kvmm rubber cable, length 4 meters.
Volts: 220-240

Output : 2200w

Watts: 2200

Amps: 9.6

Weight: 49509

Size: L= 370mm, W= 330mm, H= 220mm.
Heating element: 4 x 550 Watt IR-bulb.
Heat surface: 340 x 320mm
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